digitanimal

Localization Alerts Temperature
Cow Horse
CA000
Activity Tracking Geofence Sheep GCoat
Dimensions, weight and materials
IX L eight: 112.5 mm by 1% X
Width: 80 mm Weicht: 30 | .
Thickness: 50 mm eight: 30 gr Weight: 450 gr Weight: 15 gr
Weight: 295 gr
High polycarbonate High polypropylene Zinc plated Stainless steel
resistance tenacity carbon steel vibrated
Sensors Function
Movement Temperature
GPS positioning (<2.5 CEP) Operating: -55a 85 °C
GPS frequency (L1 + L5) Storaging: 20 °C (Max. 50 °C)

Three axis accelerometer

Humidity
Temperature Relative: 0-75 %
Termomether (+/- 2 °C) Storaging: <50 %
Operating: 0-100 %
Certificates
Altitude
Tightness Tested up to 3000 meters
Certificate IP68
Conectivity
Electromagnetic compatibility
CE 49580RRF.001 GSM 2G Frequency: 900-1800 MHz
Sigfox RC1-RC2-RC4
LoRa

Battery

NarrowBand loT
LI-SOCLZ2 3,6V D Type

Replaceble Platform & OS

Up to 2 years of battery life
App Digitanimal;

. . - Android, 105 and Web A
Device firmware ETRIE, o Al =0 PP

Owner: Digitanimal APl Data integration



